MIAMI-DADE COUNTY
PRODUCT CONTROL SECTION

118035 SW 26 Street, Room 208

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) Miami, Florida 33175-2474
BOARD AND CODE ADMINISTRATION DIVISION T (786) 3152590 F (786) 315-2599
NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy
The Limited Edition Glassworks Inc.

51 Delta Park Blvd.

Brampton, Ontarie, Canada L6T5E7

ScoPE:

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER -
Product Control Section to be used in Miami Dade County and other areas where allowed by the Authority
Having Jurisdiction {AHT}.

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHT (in areas other than Miami Dade County) reserve the right
to have this product or material tested for quality assurance purposes. If this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER
reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Section that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.

DESCRIPTION: Series “PVC Lite-kit Assembly”-Component approval

APPROVAL DOCUMENT: Drawing No. LED-LK3080 Rev #3, titled “Impact-Resistant PVC Lite Kit
Assembly” sheets 1 through 2 of 2, dated 05/02/06 and last revised on 11/09/16, prepared by Category 5
Engineering Services, signed and sealed by Emma T. Mellinger, P.E., bearing the Miami-Dade County
Product Control Revision stamp with the Notice of Acceptance number and expiration date by the Miami-
Dade County Product Control Section.
MISSILE IMPACT RATING: Large and Small Missile Impact Resistant
Limitation:

1. This Kit is to be used w/ approved Impact single glazed door system, having current NOA.
L ABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, Ontario, Canada
and series and following statement: "Miami-Dade County Product Control Approved", unless otherwise
noted herein.
RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of
any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to
comply with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed
by the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then
it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA revises & renews NOA #11-0621.06 and consists of this page 1 and evidence pages E-1, as well
as approval document mentioned above.

The submitted documentation was reviewed by Ishaq 1. Chanda, P.E.

NOA No. 16-0920.07

Expiration Date: September 21, 2021
Approvzl Date: November 23, 2016
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The Limited Edition Glassworks Inc.

A.

G.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

DRAWINGS

1. Manufacturer's parts drawings and sections (submitted under files referenced below).

2. Drawing No. LED-LK3080 Rev #3, titled “Impact-Resistant PVC Lite Kit Assembly™ sheets 1
through 2 of 2, dated 05/02/06 and last revised on 11/09/16, prepared by Category 5 Engineering
Services, signed and sealed by Emma T. Mellinger, P.E.

TESTS (Submitted under files #11-0621.06/# 05-1130.01)

1. Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94

2) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94

4) Large Missile Impact Test per FBC, TAS 201-94

5) Cyclic Wind Pressure Loading per FBC, TAS 203-94

6) Forced Entry Test, per FBC 2411 3.2.1, TAS 202-94

Along with marked-up drawings and installation diagram of PVC lite-kit in single fixed PVC

frame, prepared by Intertek, Test Report No. 102473091COQ-001A, dated July 27, 2016, signed

and sealed by Rick Curkeet, P.E.

Along with marked-up drawings and installation diagram of PVC lite-kit in single operable & fixed

door, prepared by Intertek ETL SEMKO, Test Report No. 3081855, dated October 11, 2005 with

addendum letter dated July 17, 2006, signed and sealed by Stephen Emerman, P.E.

2. Test report No. 3081855 on fasteners “pull out” test per ASTMD-1761 dated (09-29-05,

issued by Intertek ETL. SEMKO.

CALCULATIONS

1. Anchor verification calculation dated 11/09/16, prepared by Category 5 Engineering Services,
signed and sealed by Emma T. Mellinger, P.E.

2. Glazing complies w/ ASTME-1300-02 & -04

QUALITY ASSURANCE
1. Miami Dade Department of Regulatory and Economic Resources (RER).

MATERIAL CERTIFICATIONS
Notice of Acceptance No #15-0528.14 issued to Vision Extrusion Ltd., for their “White Rigid

PVC Extrusion”, expiring on 09/30/19.

2. Notice of Acceptance No. 14-0916.10 issued to Kuraray America, Inc. (former E.I. DuPont

DE Nemours & Co., Inc.) for “Kuraray Butacite PVB Interlayer”, expiring on 12/11/16

3. Notice of Acceptance No. 12-1231.10 issued to Eastman Chemical Company (MA) (former

Solutia, Inc.) for the “Saflex: Saflex Clear & Color glass interlayer”, expiring on 05/21/16

 STATEMENTS

1. Statement letter of conformance and letter of no financial interest dated 11/09/16, prepared by
Category 5 Engineering Services, signed & sealed by Emma T. Mellinger, P.E.

2. Distributor agreement dated OCT 03, 2016 between the The Limited Edition Glassworks Inc.,
Canada and The Door factory, USA, signed by Gerry Rizzardo and Nicholas Nicosia,
respectively on behalf of their company.

3. Statement of lab compliance, as part of above referenced test reports.

OTHER

1. This NOA revises & renews NOA # 11-0621.06, expiring on Sep. 24, 2021.
2. Test Proposal No. 05-0103, approved by BCCO on May 13, 2005. \hemes \ &\A .

Ishaq L. Chanda, P.E.

Product Control Examiner

NOA No. 16-0920.07

Expiration Date: September 24, 2021
Approval Date: November 23, 2016
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st ODUCE BILL OF MATERIALS
56 Cunplyiug wii the Floridy, # Description Materia Type Dimensions Note
it e o L~026.0] |01 |Miami-Dade Product Approved 175" 3¢" x 96" See Specs on Sheet |
Esphvashve Suete_5f | 22l [ 26 2} Impaoct-Tested Door!
9 _Q‘*M \ A deedee 05100001 Coated Tape Acryiic | BMVHB 4941 | 0.09"x.75" |l =408’
_Max. DLO Width L Wi’ Dok roduet Costea! 03 iExternal Frame White PVC*® 1.375" x 2.125" |Vision Extrusions, Lid
2375 04 |Internal Frame White PV ® 1.3125" x 23125 Vision Exfrusions, L1d
) EXTERIOR 02+ 5 O?— 03 05 |Cover for Internal frame White PV ® 0.222" x 0.625" |Vision Exfrusions, Lid
_ijl\:‘:rﬁ;rlENDSglfi;ENDG ) a7 06 Dee!: Threcded Screw Stee! Flanged Panhead| # 8x2.25" |2° Frorr? Comers, 7" o/fc.
, 12 N 07 |Laminated Glass 2 {Part of Overalt Insulated Glass) 5/16" x 22" x 80| Guardian
=7 - = 08 INom 1/8" Tempered Glass {Part of Overall Insulated Glass) 1/8" x 22" x 80" | Guardian
- #ﬂ 0% iDoor Lite Spacer Aluminum DRL 125 RPM Rollforming
1 / f :}Q ‘ 10 {Two Component Sealant Polysulphide Thiover Fenzi
j 11|Y - Caming Profile Brass / Zinc |BY-916 CAMEN RPM Rollforming
INTERIOR 9% o/ NEmZ \ g : SE————
— 10~ i 04 12 |Decorative Glass Panel Limited Edition
05 — 06 ! 13(1/4" Tempered Melted Glass  (Part of Cvercll Insulated Glass) 1/4" x 22" x 80" | Guardian
M. e Frame Wi _ ‘ 14 |Wrought Iren Panel | Limited Edition
/T HORE ONTAL CROSS SECTION - Refer fo Sheel 1 For Specifications For Acceplable Door Panels 3;\ iﬁﬂfg \fé kéffﬁii"ed with
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2-insuloted Laminated Glass - (2) Lites of Nom. J§" HS Glass with 0.090" Interlayer
Interlayer Shall be Either SAFELEX by Eastman Chemical Co, or KURARAY

AMERICA PVE, and Shall Hold a Current Miami-Dade NOA.

Cerfification Label, "MDCA" and
Extrusion Number,
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